
SIMPLE. DURABLE. AMERICAN.

VALUE FEATURES
•	 Hopper constructed of 409 stainless steel for longer life.
•	 VRT-ready option for precision farming operations.
•	 Twin PTO-driven or tractor hydraulic spinners adjust to 

40’, 50’ or 60’ spread pattern.
•	 Retractable roll tarp standard on all models.
•	 Up to 44” ground clearance under spinners, up to 37” under frame.
•	 42”-46” high profile row crop wheels and tires standard –  

duals available on Model 1000.
•	 State-of-the-art powder coat white paint.
•	 24-month limited warranty.
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MOBILITY 800 Row Crop Dry Fertilizer Spreader

Three models to fit your operation:
	 •	 6 Ton (220 c.f. capacity)
	 •	 8 Ton (270 c.f. capacity)
	 •	 10 Ton (333 c.f. capacity) NEW
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MOBILITY 600 Row Crop Dry Fertilizer Spreader

Adjustable spinners with several drive options. Axle width adjustable up to 120”.

Roll tarp with manual roll-back standard. Optional CAT 4 Bull Pull Hitch with safety chains.

FEATURES 600 800 1000
Capacity (weight) 6 tons 8 tons 10 tons

Hopper length 108” 120” 148”

Hopper width 93” 93” 93”

Hopper capacity (volume) 220 cu. ft. 270 cu. ft. 333 cu. ft.

Overall length 203” 215” 250”

Overall height 112” 120” 120”

Overall width 132” 136” 136”

Empty weight 3,800 lbs. 4,900 lbs. 5,900 lbs.

Ground clearance 44” under spinners 
36” under frame

44” under spinners 
37” under frame

44” under spinners 
37” under frame

Spread pattern 40’, 50’, 60’ 40’, 50’, 60’ 40’, 50’, 60’

Hopper construction 409 stainless 409 stainless 409 stainless

Spinner drive system 540 PTO Standard 
540/1000 PTO 

Optional  
Tractor Hydraulic 

Optional

540 PTO Standard 
540/1000 PTO 

Optional  
Tractor Hydraulic 

Optional

Tractor Hydraulic 
Standard

Hydraulic On/Off for  
ground-drive conveyor

Standard Standard n/a

Spinners Dual gearbox driven Dual gearbox driven Dual gearbox driven

Jack 5,000 lbs. 5,000 lbs. 5,000 lbs.

Hitch HD Clevis Standard 
CAT4 Bull Pull 

Optional

HD Clevis Standard 
CAT4 Bull Pull 

Optional

CAT4 Bull Pull

Axle 72”-120” adjustable 80”-120” adjustable 80”-120” adjustable

SRT roll tarp Standard Standard Standard

Tires and wheels 320/90/R42 380/90/R46 380/90/R46  
Duals Optional

Light kit Optional Optional Optional

Variable rate ready Optional Optional Standard

Scale kit with monitor Optional Optional Optional

Paint (white) Powder coat Powder coat Powder coat

Warranty 24 months 24 months 24 months
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Manufactured and  
distributed by:

100% EMPLOYEE OWNED


